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EXTERNAL WALL - BRICK
102.5mm Brick outer leaf (See architect's details and elevations for locations). Brick
subject to planning
125mm partially filled cavity with 115mm Reticel Eurowall Cavity PIR Board.
100mm Standard Aircrete blockwork inner leaf.
Finished with 12.5mm plasterboard on dot & dabs with tape & joint.
To give a u-value of 0.16 W/m²k.

PARTY WALLS - Robust Detail E-WM-23
300mm overall consisting of 2 skins of 100mm, aircrete blocks (density 600-800kg/m³),
100mm width cavity with Superglass Party Wall Roll 1 (to extend to top of loft insulation),
finished both sides with 12.5mm plasterboard on dot & dabs with tape & joint.

EXTERNAL WALL - BOARDING
100mm concrete block outer leaf with HardiePlank / Cedral boarding to be plugged /
screwed to  concrete block external leaf on waterproof membrane and vertical  batten /
counter batten to manufacturers details (min batten 25x50  to masonry).
Battens at 400mm crs.
127.5mm partially filled cavity with 115mm Reticel Eurowall Cavity PIR Board.
100mm Standard Aircrete blockwork inner leaf.
Finished with 12.5mm plasterboard on dot & dabs with tape & joint.
To give a u-value of 0.16 W/m²k.

STANDARD PARTITIONS
100mm o/a finished, 75 x 50mm soft wood studs at max 600mm centres (400mm for
wet rooms) finished with 12.5mm  plasterboard or Moisture resistant board to wet side
of bathroom's and en-suites, with tape & joint.

ACOUSTIC PARTITIONS
100mm o/a finished, 75 x 50mm soft wood studs at max 600mm centres (400mm for
wet rooms), with min. 50mm Earthwool acoustic roll between studs to achieve 40 dB
Rw, finished with 12.5mm  plasterboard or moisture resistant board to wet side of
bathroom's and en-suites, with tape & joint.

BED JOINT REINFORCEMENT

TIMBER RACKING WALL
109.5mm o/a finished, 75 x 50mm soft wood studs at max 600mm centres (400mm for
wet rooms), with min. 50mm Earthwool acoustic roll between studs to achieve 40 dB
Rw, finished with 12.5mm  plasterboard or moisture resistant board to wet side of
bathroom's and en-suites, with tape & joint.
Additional 9.5mm OSB to be added to one side.

INTERNAL WALL LEGEND
All in accordance with Banks Group Specification

EXTERNAL WALL LEGEND
All in accordance with Banks Group Specification
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A Render to front only boarding removed from rear. DM 29/09/23
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Revised to suit client's comments dated 17.11.23,
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EXTERNAL WALL - BRICK
102.5mm Brick outer leaf (See architect's details and elevations for locations). Brick
subject to planning
125mm partially filled cavity with 115mm Reticel Eurowall Cavity PIR Board.
100mm Standard Aircrete blockwork inner leaf.
Finished with 12.5mm plasterboard on dot & dabs with tape & joint.
To give a u-value of 0.16 W/m²k.

PARTY WALLS - Robust Detail E-WM-23
300mm overall consisting of 2 skins of 100mm, aircrete blocks (density 600-800kg/m³),
100mm width cavity with Superglass Party Wall Roll 1 (to extend to top of loft insulation),
finished both sides with 12.5mm plasterboard on dot & dabs with tape & joint.

EXTERNAL WALL - BOARDING
100mm concrete block outer leaf with HardiePlank / Cedral boarding to be plugged /
screwed to  concrete block external leaf on waterproof membrane and vertical  batten /
counter batten to manufacturers details (min batten 25x50  to masonry).
Battens at 400mm crs.
127.5mm partially filled cavity with 115mm Reticel Eurowall Cavity PIR Board.
100mm Standard Aircrete blockwork inner leaf.
Finished with 12.5mm plasterboard on dot & dabs with tape & joint.
To give a u-value of 0.16 W/m²k.

STANDARD PARTITIONS
100mm o/a finished, 75 x 50mm soft wood studs at max 600mm centres (400mm for
wet rooms) finished with 12.5mm  plasterboard or Moisture resistant board to wet side
of bathroom's and en-suites, with tape & joint.

ACOUSTIC PARTITIONS
100mm o/a finished, 75 x 50mm soft wood studs at max 600mm centres (400mm for
wet rooms), with min. 50mm Earthwool acoustic roll between studs to achieve 40 dB
Rw, finished with 12.5mm  plasterboard or moisture resistant board to wet side of
bathroom's and en-suites, with tape & joint.

BED JOINT REINFORCEMENT

TIMBER RACKING WALL
109.5mm o/a finished, 75 x 50mm soft wood studs at max 600mm centres (400mm for
wet rooms), with min. 50mm Earthwool acoustic roll between studs to achieve 40 dB
Rw, finished with 12.5mm  plasterboard or moisture resistant board to wet side of
bathroom's and en-suites, with tape & joint.
Additional 9.5mm OSB to be added to one side.

INTERNAL WALL LEGEND
All in accordance with Banks Group Specification

EXTERNAL WALL LEGEND
All in accordance with Banks Group Specification
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A Fitted wardrobes removed from all bedrooms,
accept master bedroom. DM 31/07/23

B Render to front only boarding removed from rear. DM 29/09/23

C
Revised to suit client's comments dated 17.11.23,
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Drawing revised to suit client's comments dated
11.03.24, En-Suite 2 removed, bedroom &
bathroom increased, dado wall removed and GF
WC boxing to sink shown.
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